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Application of uncertain variables to production planning
in a class of manufacturing systems
D. GĄSIOR∗ and J. JÓZEFCZYK
Institute of Informatics, Wroclaw University of Technology, 27 Wybrzeże Wyspiańskiego St., 50-370 Wrocław, Poland
Abstract. A production planning problem is addressed in the paper. It consists in the determination of a production plan of products to
maximize a total utility connected with their manufacture taking into account a limited amount of resources of diﬀerent types which are
necessary for the production. An uncertain version of the problem is considered when an amount of the resources are not precisely known.
The formalism of uncertain variables is proposed in the paper to solve this problem. The solution algorithms for two versions of the uncertain
production planning problem are presented. It turned out possible to replace the uncertain problems by their deterministic counterparts.
A simple numerical example illustrates the solution algorithms.
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1. Introduction
A production planning is an important matter of concern both
in decision science (in particular in operations research) and
in economics (in particular in production management). The
problems investigated by decision makers concern mainly procedures for ﬁnding a production plan, while economists are
mostly interested in making a good plan.
There are a variety of particular production planning problems considered and represented in literature, see e.g. [1–3].
Apart from the basic ones which deal with the determination
of an amount of products taking into account the consumption
of a restricted amount of resources needed, the more complex
their versions, closer to real-world applications, have been formulated and solved. This research direction is connected with
the development of manufacturing systems, on the one hand,
as well as of tools for solving corresponding decision making
problems, on the other hand. A supply chain management can
be mentioned as an example. For a supply chain, being a complex structure of individual companies (or manufacturing
functions) having its own objectives, ﬁnding the optimum supply chain management strategy is a very hard problem. It concerns also corresponding production planning problems where
decisions deal with not only a production but also a transportation of raw materials and products as well as a management of
inventories and even employment. Such an approach, which
allows for a better utilization of the human and equipment resources of a company to meet some anticipated consumer demand, is called an aggregate production planning, see e.g. [2].
1.1. Production planning under uncertainty. Another factor which forces the necessity to investigate a new production
planning problems is an uncertainty in data of these problems.
Among many factors involved in practical decision making
problems in manufacturing enterprises such as the randomness of arriving orders, the uncertainty in a competitive en∗ e-mail:

vironment, the crucial role plays the imprecise information
of available resources. Decision makers employ diﬀerent approaches for modeling the uncertainty in manufacturing systems, in particular, when solving diﬀerent production planning
problems. The most popular and grounded is the stochastic
approach where an uncertain parameter (e.g. total amount of
resources) is assumed to be the realization of a random variable, e.g. [4]. For this approach, it is assumed that a certain
probability distribution exists over the space of all the possible realizations (scenarios) of all the random parameters of
the problem and the objective is to determine a solution that
fulﬁls a selected probabilistic performance index. Assigning
probabilities or determining probability distributions is mostly a diﬃcult task. In many cases, it is diﬃcult to express the
future realizations of variables in terms of probabilities. This
particularly applies to production planning problems where
a few factors (such as products and resources) determine the
uncertainty of many parameters. The most serious drawback
of the stochastic approach is its inability to recognize that
depending on what parameter scenario is actually realized,
a whole distribution of outcomes is associated with every decision, and, so, any approach that evaluates decisions using
only one parameter realization (either the expected one or the
most likely one) is bound to fail.
The cost of a production or its proﬁt are generally optimized. For the stochastic approach, typically, a decision
which maximizes (minimizes) an expected performance measure (with the expectation taken over the assumed probability distribution) should be generated. The issues mentioned
have motivated many researchers to develop other approaches
which would cope with the uncertainty of parameters more
adequately without using any probability distribution as the
description of a parameter uncertainty. A fuzzy system and
possibilistic approaches are often used, e.g. [5]. Realistic solutions in a production planning are dealt with in [6] and [7]
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when the amount of resources are not completely known, but
they are speciﬁed in terms of uncertain intervals using fuzzy
sets. A multi-product multi-period production planning problem is addressed in [8] where some cost coeﬃcients in a performance index are assumed to be represented by fuzzy variables. The discrete version of a production planning problem
with interval values of the resource quantities is investigated in [9]. The important feature of this approach consists in
the fact that no other information about uncertainty is given besides of bounds of intervals. Some L-class enumeration
algorithms are proposed to solve the problem.
A formalism of the uncertain variables [10] is used in the
paper to model an uncertainty of a manufacturing enterprise.
It is assumed that the quantity of resources are only values
of the uncertain variables. Non-standard version of the objective function is used. A total utility function being a sum of
the local utilities connected with a manufacture of individual
products serves as a performance index to be maximized. The
utility functions are often used as criteria for diﬀerent decision
making problems in manufacturing systems, e.g. [11–13].
Till now, the approach based on the uncertain variables
was applied e.g. for stability analysis and stabilization in control systems [14] as well as for rate allocation and admission
control in computer networks [15], task allocation in multiprocessor systems [16], and joint transportation and production problem [17–18]. The paper continues this series for the
production planning problem. The basic information of the
uncertain variables are presented in the next sub-section.
1.2. Uncertain variables . Let us consider an universal set
Ω, ω ∈ Ω, a set of real valued vectors B ⊆ Rk as well as
a function g : Ω → B, i.e. b = g(ω) , x(ω). The function g
determines the value of a certain numerical feature assigned to
the element ω. The existence of this function makes the main
diﬀerence among an uncertain variables approach and other approaches which can describe the parameter uncertainty,
e.g. probabilistic or fuzzy approaches. A crisp property P (b)
is introduced being the logic proposition in a two-valued logic. On the other hand, the property P (b) and the function g
deﬁne a crisp property Ψ(ω, P ): “For value b assigned to ω
the crisp property P is fulﬁlled”. This sentence is a proposition in a two-valued logic which means that a logic value
of Ψ(ω, P ) is equal to 0 or 1, i.e. w[Ψ(ω, P )] ∈ {0, 1}. Let
us introduce now a soft property Gω (b) = “b(ω) ∼
= b” for
b ∈ B ⊆ B which means that “b is approximately equal to b”
or “b is an approximate value of b”. The properties P and Gω
generate a new soft property Ψ(ω, P ) in Ω: “an approximate
value b(ω) fulﬁlls P ”, i.e.
e Db ”,
Ψ(ω, P ) = “b(ω)∈

Db = {b ∈ B : P (b)},

which means that “b approximately belongs to Db ” or “an
approximate value of b belongs to Db ”. For given ω, it is impossible to say whether Gω , Ψ are true (their logic values are
equal to 1) or false (their logic values are equal to 0). Therefore, a multi-valued logic is proposed, i.e. w[Gω (b)] ∈ [0, 1]
and w[Ψ(ω, P )] ∈ [0, 1] where w denotes a logic value of
the property. There exist diﬀerent interpretations of the logic
258

value in multi-valued logic. For the uncertain variable approach, it is assumed that w[Gω (b)] and w[Ψ(ω, P )] denote
a degree of an expert’s certainty that for ﬁxed b the property
Gω and Ψ are satisﬁed, respectively. The logic value of Gω
will be denoted by hω (b) or v[Gω (b)] which is called a certainty index of the soft property Gω . Analogously, v[Ψ(ω, P )]
is a certainty index (logic value) of Ψ. Namely,
w [Gω (x)] = w [b ∼
= b] , v [b ∼
= b] = hω (b),
where hω (b) ∈ [0, 1] and
e Db ] , v[b(ω)∈
e Db ] =
w[Ψ(ω, P )] = w[b(ω)∈
(
max hω (b), for Db 6= ∅,
b∈Db
=
0,
for Db = ∅.
The function hω (b) is given by an expert which can observe an element ω, collect any information concerning b and
use them for a numerical evaluation of his opinion that b ∼
= b.
The expert, on the basis of the information on ω collected and
his (her) experience, can, for example, give diﬀerent approximate values b1 , b2 , ..., bm of b(ω) and for each of them can
present the degree of certainty v[b(ω) ∼
= bi ] = hω (bi ).
The variable b for fixed ω is called the uncertain variable and is deﬁned by the set of values B, the function
h(b) , hω (b) = v[b ∼
= b], ω ∈ Ω, (i.e. certainty distribution given by the expert; for simplicity hω (b) is denoted as
h(b)) and the following deﬁnitions
(
max h(b), for Db 6= ∅,
b∈Db
e Db ) =
v (b∈
(1)
0,
for Db = ∅,



e/ b = 1 − v b∈
e Db ,
v b∈D
(2)
e D1 ∨ b∈
e D2 ) = max{v (b∈
e D1 ), v (b∈
e D2 )},
v (b∈

=

(

e D1 ∧ b ∈
e D2 ) =
v (b∈

e D1 ), v(b∈
e D2 )}
min{v(b∈
0

for D1 ∩ D2 =
6 ∅,
for D1 ∩ D2 = ∅.

(3)

(4)

For given ω, it is not possible to state whether the crisp
property “b ∈ Db ” is true or false because the function g and
consequently the value of b corresponding to ω are unknown.
The exact information i.e. the knowledge of the function g,
which enables us to calculate b(ω), is replaced by the certainty
distribution hω (b) , h(b) which for given ω characterizes the
diﬀerent possible approximate values of b(ω). The expert, giving the function h(b) in this way, determines for the diﬀerent
values b his (her) degree of the certainty that b is approximately equal to b. The certainty index may be given directly by the
expert or may be determined when b is a known function of
an uncertain variable e described by a certainty distribution
he (e) given by the expert. Usually, the certainty distribution
is characterized by: two parameters b∗ and db which values
indicate respectively the most certain value of the unknown
parameter according to the expert and the range of possible
values of the unknown parameter (i.e., [b∗ − db , b∗ + db ]) as
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well as by the shape which illustrates the degree of certainty
for possible values of an unknown parameter.
For the uncertain variable, one can deﬁne a mean value
M (b) in a similar way as an expected value for a random
variable, i.e.

−1
Z
Z
M (b) = bh(b)db  h(b)db ,
B

M (b) =

m
X

B

bi h(bi )

i=1

"m
X
i=1

#−1

h(bi )

,

for continuous, discrete case, respectively. A joint certainty
distribution for a pair of uncertain variables as well as corresponding marginal certainty distributions are also deﬁned
[19], [20].
It is interesting to compare uncertain variables with random and fuzzy variables. The formal part of the deﬁnition
of a random variable eb, a fuzzy number b̂ and an uncertain
variable b is the same and can be expressed using a pair
hB, µ(b)i where µ : B → R1 and µ(b) ≥ 0, b ∈ B. The random variable eb is deﬁned by B and probability distribution
µ(b) = F (b) (probabilities pi (bi ) for a discrete case). The
function F (b) is an objective characteristics of Ω as a whole
while h(b) is a subjective characteristics given by an expert
and describes his (her) individual opinion of the fixed particular ω. Moreover, for the random variables the property of
additivity is required (e.g. when B = {b1 , b2 , ..., bm } then
m
P
µ(bi ) = 1). The deﬁnition of the fuzzy variable is more

in ﬁnding a production plan x = [x1 , x2 , ..., xj , ..., xn ]T
with real non-negative components which maximizes a total
utility (proﬁt) under resource constraints, e.g. [3]. The total
utility is composed of local utilities, to be reached when individual products are manufactured, described by functions
(k )
(1) (2)
fj (xj , aj ) where aj = [aj , aj , ..., aj j ]T is a vector of
kj parameters characterizing function fj . It is assumed that
functions fj are increasing, strictly concave and continuously
diﬀerentiable with respect to xj . A linear form of functions fj
is mostly considered in literature. However, non-linear functions reﬂect better the utility for the real-world applications.
The following their form can be presented as an example

−1 1−a(1) 
(1)
 
j
(1)

, 0 < aj < 1,
1 − aj
xj
(5)
fj (xj , aj ) =
(1)

 ln(x + 1),
a
=
1,
j
j
i.e. kj = 1. The total utility for all products is a composition
of the utility functions for individual products. In general,
the total utility function can be expressed in the form of the
mapping F (f1 (x1 , a1 ), f2 (x2 , a2 ), .., fn (xn , an )) , F (x). In
particular, F is the sum
F (x) =

n
X

(6)

fj (xj , aj ).

j=1

Consequently, the manufacturing system with the set of
products and the set of resources can be treated as an inputoutput decision making plant with the production plan x as
the input and the total utility F as the output (see Fig. 1).

i=1

general then the deﬁnition of the uncertain variable. For the
case of the fuzzy number, b̂(ω) (µ(b) = µ̂(b)) is a membership function which is a logic value (degree of possibility) of
the soft property “it is possible that the value b is assigned to
ω”. In the case of uncertain variables, there exists a function
b = g(ω), the value b is determined for the ﬁxed ω but is
unknown to an expert who formulates the degree of certainty
that b(ω) ∼
= b for diﬀerent values b ∈ B. In the case of b̂(ω),
the function g may not exist. Instead, a property of the type
“it is possible that the value b is assigned to ω” is assumed.
Then, µ̂(b) for ﬁxed ω means the degree of possibility for
diﬀerent values b ∈ B given by an expert.
The presentation in the paper is organized as follows.
The production planning problem considered is formulated
in Sec. 2 both for the deterministic and the uncertain case.
The solution algorithms for the two versions of the uncertain
problem are described in Sec. 3. Section 4 provides a simple
numerical example. Final remarks complete the paper.

2. Problem formulation
2.1. Deterministic case. Let us consider a manufacturing
system with a set of n types of products (production tasks) to
be produced with the utilization of m types of resources (raw
materials). It means that diﬀerent resources are necessary to
manufacture the products. The resources may include labor,
raw material, pollution allowance, etc. The problem consists
Bull. Pol. Ac.: Tech. 57(3) 2009

Fig. 1. The manufacturing system as an input-output decision-making
plant

It is assumed that the restricted amount bi of each type
of the resource is available and the following inequalities are
true
n
X
cij xj ≤ bi ,
i = 1, 2, ..., m,
(7)
j=1

where cij denotes the consumption of the resource i for the
product j unit. The decision consists in the determination of
x1 , x2 , ..., xn to enable fulﬁlling constraints imposed on the
resources. In particular, the optimal decision making problem
P can be formulated and then solved. Namely, for given: bi ,
cij , fj , i = 1, 2, ..., m, j = 1, 2, ..., n
(8)

max F (x),

x∈Dx

where Dx = {x : (xj ≥ 0, j = 1, 2, ..., n) ∧ (7) holds}. The
optimal solution (the optimal production plan) x∗ is obtained
as the result. Let us denote additionally F (x∗ ) , max F (x).
x∈Dx
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It is worth noting that P is the multidimensional knapsack
problem for integer components of x.
2.2. Uncertain cases. The exact values of resource amounts
bi are not known in many cases, e.g. [4, 7, 8, 13, 15]. Moreover, there are often no empirical data to estimate probability
distributions or their moments, and, in the consequence, the
application of the probabilistic approach as the description
of uncertain bi is not justiﬁed in such a case. Therefore the
subjective description of the uncertainty based on the subjective opinion of an expert, can be only used. Let us use
the approach based on the formalism of uncertain variables
and assume that bi are values of independent uncertain variables bi , described in the form of certainty distributions hi (bi )
given by an expert. In fact, such an assumption means that
constraints imposed on the consumption of the resources can
be satisﬁed only in a soft way. Consequently, it is possible only to deﬁne the certainty index that constraints of the resource
consumption are approximately satisﬁed. The formulation of
an uncertain decision making problem corresponding to problem P is not unique. Diﬀerent cases can be considered. The
following two of them are addressed in the paper.
The optimization of the objective function taking into account that the resource constraints are satisﬁed with the certainty index not less than level v given by an user, referred to
as UP1 .
The maximization of the certainty index that “constraints
of the resources are approximately satisﬁed” when the total
utility is not less than value α given by an user, further called
as UP2 .
The data for both uncertain problems are as for P instead
of bi which is replaced by hi (bi ) for i = 1, 2, ..., m. Moreover,
the certainty level v and the value of α must be additionally
known for UP1 and UP2 , respectively. Then, to solve UP1 it
is necessary to perform the following maximization

additionally, the value F (x̂) of the total utility function can
be calculated.

3. Solution algorithms for uncertain cases
In the paper, the solution algorithms for the uncertain production planning problem are considered under the assumption
that for unknown parameters bi the certainty distributions are
given in the form

∗
∗

 hi (bi ) for bi − dbi ≤ bi ≤ bi ,
∗
∗
hi (bi ) =
(9)
hi (bi ) for bi < bi ≤ bi + dbi ,


0,
otherwise
where b∗i and dbi are parameters of the certainty distribution described in Subsec. 1.2, hi (bi ) is the increasing function, hi (bi ) is the decreasing function, and hi (b∗i − dbi ) = 0,
hi (b∗i ) = hi (b∗i ) = 1, hi (b∗i + dbi ) = 0. The examples of such
functions are presented in Fig. 2. The choice by an expert
the hyperbolic version of the certainty distributions means
his (her) stronger opinion of the soft property “bi is approximately equal to b∗i ” then for the other versions.

max F (x)

Fig. 2. The examples of the certainty distributions

x∈Dx,1

where
Dx,1 =
 

(

{x : (xj ≥ 0, j = 1, 2, ..., n)∧

∧ v ∀i = 1, 2, ..., m

n
X
j=1



e i  ≥ v .
cij xj ≤b



The vector x is obtained as the solution, i.e.
′

∆
′ =

F (x )

max F (x).

x∈Dx,1

Similarly, problem UP2 consists in


max v ∀i = 1, 2, ..., m

x∈Dx,2

n
X
j=1



e i
cij xj ≤b

where Dx,2 = {x : (xj ≥ 0, j = 1, 2, ..., n) ∧ (F (x) ≥ α}.
The vector x̂ and the maximal value of the certainty index
denoted as v̂ are the results of the maximization for which,
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3.1. Solution algorithm for UP1 . According to the properties of the uncertain variables (1)–(4), the certainty index that
“constraints of the resources are approximately satisﬁed” fulﬁlls the following equations


n
X
e i =
v ∀i = 1, 2, ..., m
cij xj ≤b


=v 

j=1

n
X
j=1

e 1∧
c1j xj ≤b

n
X
j=1



= min v 
i

Let

e 2 ∧ ... ∧
c2j xj ≤b

∆



vi = v 

n
X
j=1

n
X
j=1



n
X
j=1



e m =
cmj xj ≤b

e i .
cij xj ≤b


e i
cij xj ≤b
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then





e
vi = v bi ∈



n
X

cij xj , ∞  =

j=1

It is easy to see that
" max
n
e P

bi ∈

! hi (bi ).

cij xj ,∞

j=1

Consequently, the certainty index vi can be given in the
form of

n
P


1
for
cij xj ≤ bi ,∗


j=1

!

n
n
P
P
vi =
∗
h
c
x
for
b
<
cij xj ≤ b∗i + dbi ,

ij
j
i
i


j=1
j=1



0
otherwise.
Taking into account the transformation of

−1
−1
∀ hi (va ) < hi (vb )
i

because hi and h−1
are decreasing functions. Therei
fore, inclusion Dx,1 (va ) ⊆ Dx,1 (vb ) for the corresponding sets of feasible solutions along with the following
implication are true: If x′ (va ) = arg max F (x)
x∈Dx,1 (va )

and consequently x′ (va ) ∈ Dx,1 (va ) then x′ (va ) ∈
Dx,1 (vb ). Let x′ (vb ) = arg max F (x) which means
x∈Dx,1 (vb )
"
#

¬

∃

x∈Dx,1 (vb )

F (x′ (vb )) < F (x) , in particular

On the other hand, F (x (va )) = F (va ) > F (vb ) =
F (x′ (vb )) according to (11) which contradicts (12).
′

" max
n
e P

bi ∈

! hi (bi ) = v

cij xj ,∞

(12)

¬ [F (x′ (vb )) < F (x′ (va ))] .
′

′

j=1

to

n
X

cij xj = h−1
i (v)

j=1

as well as the fact that function hi is monotonic, one can
obtain the set Dx,1 which, in fact, is dependent on v, i.e.
(
Dx,1 (v) =

x : (xj ≥ 0, j = 1, 2, ..., n) ∧



∧ ∀i = 1, 2, ..., m

n
X
j=1




cij xj ≤ h−1
(v)
.
i


(10)

For example, when hi (bi ) are triangular certainty distributions the set (10) has the form of
(
Dx,1 =



x : (xj ≥ 0, j = 1, 2, ..., n) ∧

∧ ∀i = 1, 2, ..., m

n
X
j=1



cij xj ≤ b∗i + (1− v)dbi  .


It can be noticed that there are no uncertain parameters in
(10), the parameters characterizing an expert’s knowledge are
present only. So, the solution algorithms as for the deterministic case P can be applied now, e.g. [21].
3.2. Solution algorithm for UP2 . Actually, the solutions of
UP1 , i.e. x′ and F (x′ ) are dependent on v which can be ex∆
pressed as x′ (v) and F (x′ (v)) = F ′ (v). The following property is true.
Property
For every va , vb ∈ (0, 1) and va > vb the inequality
F ′ (va ) ≤ F ′ (vb ) holds.
Let us assume indirectly that a pair va , vb ∈ (0, 1),
va > vb exists that
F ′ (va ) > F ′ (vb ).
Bull. Pol. Ac.: Tech. 57(3) 2009

(11)

Fig. 3. The solution algorithm for UP2

The solution algorithm for UP2 , which block scheme is
presented in Fig. 3, can be introduced in three following steps:
1. If there exists any production plan for which the certainty index is equal to 1 it is the optimal solution because the maximal value of the certainty index cannot be
greater than 1. To check this, one should determine if set
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e x = {x : x ∈ Dx,2 ∧ ∀i = 1, 2, ..., m vi = 1} is empty
D
or not. It can be easily done by ﬁnding x∗ , i.e. the optimal
solution of the deterministic production planning problem
P, assuming bi = b∗i . If F (x∗ ) ≥ α then x̂ = x∗ is also an
optimal solution of UP2 .
e x is empty the maximal value of the certainty index
2. If D
is less than 1. According to Property, F ′ (v) is a nonincreasing function of v, so the solution of UP2 can be
obtained as x̂ = x′ ( v(α)) where v(α) is the solution of
F ′ (v) = α if it exists.
e x is empty and F ′ (v) = α has no solutions then for
3. If D
every production plan x the certainty index


n
X
e i  = 0,
v ∀i = 1, 2, ..., m
cij xj ≤b
j=1

which means that every production plan x is the solution
of UP2 .

4. Numerical example
A simple numerical example presented in this section can
refer to a production of four types of a juice (e.g. orange,
apple, grape and multifruit) manufactured from three types
of fruits (orange, apple, grape). It is needed to provide 1.2
units of fruits to obtain one unit of juice. The multifruit juice
is made from oranges, apples and grapes mixed with equal
proportions. Consequently, the following numerical data result from the assumptions: n = 4, m = 3, cij = 1.2 for
i, j = 1, 2, 3, i = j, cij = 0 for i, j = 1, 2, 3, i 6= j,
ci4 = 0.4 for i = 1, 2, 3, and the constraints (7) for the consumption of resources can be expressed by the following inequalities
1.2xi + 0.4x4 ≤ bi ,

for i = 1, 2, 3,

(13)

where bi denotes the available amount of each type of resources being the values of the uncertain variables. However,
the precise values of bi are not known in advance and only
expert’s knowledge characterized by triangular certainty distributions with the parameters b∗1 = 1, db1 = 1, b∗2 = 2,
db2 = 1, b∗3 = 3, db3 = 1 is given. The local (consumers’)
utilities concerning the juice production are described by the
logarithmic function for each type of juice. So, the total utility
n
P
function is in the form of F (x) =
ln(xj + 1). To solve
j=1

such a problem, a numerical algorithm for solving the set of
nonlinear equations has to be applied. In this case, Newton’s
method was used. The results determined for UP1 and for
diﬀerent user’s requirements v are given in Table 1.
Table 1
The results of UP1 for diﬀerent v̄
v
0.7
0.8
0.9

Table 2
The values of the left-hand side in (13) for diﬀerent v̄
v
0.7
0.8
0.9

i=1
(1.2x′1 + 0.4x′4 )
1.296
1.200
1.100

i=2
(1.2x′2 + 0.4x′4 )
2.292
2.196
2.096

i=3
(1.2x′3 + 0.4x′4 )
3.300
3.204
3.092

Analogously, the results for UP2 and for diﬀerent user’s
requirements α are presented in Table 3.
Table 3
The results for UP2 and diﬀerent α
α
2.00
3.50
3.75
4.00

F (x̂)
2.839728
3.503816
3.752855
4.004201

x̂1
0.83
0.69
0.84
0.99

x̂2
1.66
1.52
1.67
1.83

x̂3
2.50
2.35
2.50
2.66

x̂4
0.00
1.33
1.48
1.66

v̂
1.00
0.64
0.40
0.14

The values of v̂ obtained inform a decision maker how realistic is the production plan according to the expert’s knowledge. It can be noticed that the greater is the requested value
of the total utility the less is the certainty index that “constraints of the resources are approximately satisﬁed”, i.e. the
less realistic is the production plan. In the second column of
Table 3, the values of the total utility calculated for x̂ are
presented. It is easy to notice that if the minimal acceptable
value of the utility α is low like in the ﬁrst row of Table 3
one can ﬁnd such an allocation for which the total utility is
greater than user’s expectation and the certainty index concerning constraints is maximal, i.e., equal to 1. For greater
values of α the total utility F (x̂) calculated is almost equal
to α. The small diﬀerences between α and F (x̂), which can
be noticed in two ﬁrst columns of Table 3, are eﬀects of the
rounding up and the calculation errors caused by the numerical algorithms applied to solve problem UP2 which could not
be solved analytically.

5. Final remarks

x′1

x′2

x′3

x′4

F (x′ )

0.65
0.59
0.53

1.48
1.42
1.36

2.32
2.26
2.19

1.29
1.23
1.16

3.44
3.33
3.21

One can notice that the greater is certainty level v the
less is the total utility which may be obtained, and, so, the
262

amount of resources needed for the production are closer to
the values b∗i . The decreasing of certainty level v implies the
increasing of the total utility, and, in the consequence, the
amount of resources needed for the production is closer to
the values b∗i + dbi . The values of the left-hand side in (13)
for i = 1, 2, 3 and for v = 0.7, 0.8, 0.9 are given in Table 2
(notice that b∗1 = 1, b∗2 = 2 and b∗3 = 3). Another speaking, the greater is the certainty level v that the constraints
for resources are approximately satisﬁed the closer is a real
consumption of resources to the values b∗i which the expert
is the most certain.

The solution algorithms for the production planning problem with uncertain amount of the resources are presented.
The formalism of the uncertain variables has been used. The
information of the uncertain problem’s data (the amount of
resources) is given in the form of the certainty distributions.
In further investigations the more general case will be
considered which deals with taking into account a minimal
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positive size of the production xj,min > 0. Then, the set of
feasible solutions can be stated as
Dx = {x : (xj ≥ xj,min > 0, j = 1, 2, ..., n) ∧ (7) holds}.
It is obvious that too small size of products might lead to
a loss not to a proﬁt as it could be seen for the numerical
example given in Sec. 4 when the local utility functions of
the form fj (xj , aj ) = ln xj would be used instead of (5).
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